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SAILING DIRECTIONS CORRECTIONS

PUB 193               8 Ed 2000                      LAST NM 38/00
Page 102—Lines 29 to 48/R; read:
0.0 Pilotage.—Marstrand VTS provides pilotage to
Uddevalla, Skarhamn, Lysekil, Malo Strommar, Stromstad,
Stenungsund, Wallhamn, and Marstrand. Pilots board vessels
for the Marstrand area within the archipelago W of
Marstrand, or in the vicinity of Hatteberget Light (57˚52'N.,
11˚28'E.).
0.0 For the Lysekil area, vessels board pilots in position
58˚15.3'N, 11˚11.2'E, or the archipelago S of Lysekil.
Vessels requiring an escort while towing and VLCC’s board
pilots in position 58˚13.3'N, 11˚08.7'E, which is 3 miles SW
of Brofjordens Angoring Lighted Buoy.
0.0 Pilots for the Stromstad area board vessels in the following
positions: 58˚53.4'N, 10˚52.5'E; 58˚44.0'N, 10˚59.7'E;
58˚54.4'N, 11˚03.8'E; 58˚58.2'N, 11˚03.3'E.
0.0 Service is maintained 24 hours a day but requests for pilots
should be made at least 5 hours in advance, stating ETA
destination and draft. The pilot boats are steel sea-going
launches and are fitted with echo sounders and VHF.
0.0 Pilotage for the Marstrand VTS area is compulsory, as
follows:

1. All Category 1 vessels.
2. Category 2 vessels of 80m length, 15m beam, and

5m draft and over.
3. Category 3 vessels of 90m length, 16m beam, and

5.5m draft and over.
0.0 In the inland route between Marstrand and Goteborg,
pilotage is compulsory, as follows:

1. Category 1 vessels with a maximum 4.5m draft.
2. Category 2 and 3 vessels of 70m length, 14m beam,

and 4.5m draft.
0.0 Pilotage is compulsory along the inland routes between
Lysekil, Uddevalla, and Malo Strammar, as follows:

1. Category 1 vessels of maximum 77m length, 5m
draft.

2. Category 2 vessels of 70m length, 14m beam, and
4.5m draft (maximum vessel dimensions—77m length and
5m draft).

3. Category 3 vessels of 70m length, 14m beam, and
4.5m draft (maximum vessel dimensions—85m length and
5m draft).

0.0 Pilotage in certain channels between Brofjordens
Angoring and Brofjorden is compulsory, as follows:

1. All category 1 vessels.
2. Category 2 vessels of 90m length, 16m beam and

over.
3. Category 3 vessels of 100m length, 17m beam and

over.
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